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MFC Quick Coupling System for Corrugated Stainless Steel Pipe

A NEW SYSTEM which can totally avoid the slipping of the corrugated pipe during

the installation: supplied already mounted on the nut, the new FULL GRIP will
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grip the pipe perfectly locking it into the ideal position to be tightened.

Completed with FULL GRIP

Corrugated Pipe Coupling Double Nipple

MFC 5031 LL

DN16 x DN16 13,15

Corrugated Pipe to Copper Pipe Coupling

MFC 5051 LL-Cul5

DN16 x copper @ 15 8,65

MFC 5051 LL -Cul8 930
‘*l/ DN16 x copper @ 18 !

MFC 5051 LL -Cu22 9,30

DN16 x copper @ 22

Corrugated Pipe with Spigot

MFC 5061 LL - D15

8,10
DN16 x @E 15
MFC 5061 LL - D18
DN16 x @E 18 8,65
MFC 5061 LL -D22
DN16 x @E 22 RS

Corrugated Pipe - Male Thread

MFC 5081 LL -1/2"

DN16 x 1/2" M 812
MFC 5081 LL - 3/4 8,50
DN16 x 3/4" M

Corrugated Pipe - Female Thread

MFC 5091 LL -1/2" 7 85 DN 16 Clamping Ring
DN16 x 1/2" F ! (supplied in a 20pcs-BAG)
MFC 5091 LL -3/4"
DN16 x 3/4" F 8,30
MFC 5091 LL -1"
DN16 x 1" F 11,80 MFC 5001 - 2B 1,15
Patent pending
. . Solartechnik
Tested & approved by SPF Rapperswil - Switzerland s P F Priifung
Test Report No. J 144 CON - Test Report No. J 146 CON Forschung

All prices mentioned are Gross prices. All items designed & manufactured in Italy.
All fittings are supplied in a KIT OF 4 PCS.
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